Neat Fit Blinds
Fitting & Operating Instructions
Please follow the instructions carefully to install your blind correctly
1. Install the top rail (left side)
A) Holding the top and middle rail, position the top left tab of your blind in the corner of the window.
B) Slide the tab under the rubber gasket. The tab should fit between the rubber gasket and the glazing.
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2. Install the top rail (right side)
A) Holding your blind at an angle, slide the top right tab under the rubber gasket of your window.
B) Slide the blind in an upwards direction behind the rubber gasket.
C) Slot the blind into a horizontal position at the top of the window.
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3. Install the bottom rail
A) Insert the bottom left tab behind the rubber gasket.
B) Holding the bottom bar at an angle slide the bottom right tab under the rubber gasket of your window.
C) Slide the blind in a downwards direction behind the rubber gasket.
D) Slot the bottom rail into the final horizontal positon.
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5. Operating your blind
Your blinds will arrive pre-tensioned and ready for use.
A) Use the handle on the mid-rail to raise and lower the blind.
B) If you have purchased the Venetian blind option, open and close the slats by rotating the tilt wand.
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6. Mis-Measured Blinds
If you have measured your blinds too narrow for you window, please find the plastic spacers provided with your
blind and follow the instructions below.
A) Remove the end cap.
B) Insert the spacer.
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C) Refit the end cap with spacer to the headrail.
C

Trouble Shooting
Installing your blind
If you are struggling to insert your blinds into the rubber gasket of
your UPVC windows, apply some common household surface
polish to the gasket and gently ease the blind into position.

